Materials and Finish

o
™
™
o| 15.0 Housing Material-
. thermoplastic
<t 14.2 230 PBT th lasti
o) 12.2 : UL 94V-0 rated
X - - 122
(Vo Contact Material-
o n - _ - phosphor bronze
V.
~ Contact Plating Options-
cl; 4— —1 Standard: gold flash over
3 10.4 nickel on entire contact
9] 14.4 15: 15u” gold over
) nickel on entire contact
< Apipl ] || 50: 50u" gold over
O ] } nickel on entire contact to
- r 3.0 fh comply with FCC Requirements
= X Oy under No. 47 C.F.R. Part 68,
I 17 3.2 A 3.2540.25 Subpart F
c f i UL | i f
(g) ‘ 7.88 ‘ ~—1-254 Electrical Characteristics
[N
Qo w 12.00 \ 2.30 Current Rating-
§ 6.00 1.5 Amps
[0) /PCB Edge Voltage Rating-
2 125V DC
5 Insulation Resistance-
- 12.00 2%@32.30 500 Megohms min.
_g & Dielectric Withstanding Voltage-
o) —@ 1000V rms, 60Hz
P~ .30
Q % I 3 w ! Contact Resistance-
Ty} 2.54 20 milliohms max.
Q o 4x@0.90
™ 4 T)z
d —i | ~-1.02 Typ.
C
= Part Number |Contact Area Plating Finish| Color
Z“ Recommended PCB Layout
(Bottom View) GLX-A-44 Gold Flash (standard) Grey
8 GLX-A-44-15 15u" Gold (15 option) Grey Tolerances
GLX-A-44-50 50u" Gold (50 option Gre XX +0.35
>~ (50 option) Y \ <sp® XXX £ 0.25
Y GLX-A-44-BLK | Gold Flash (standard) | Black RoHS COMPLIANT] e us 5. gnr:ess Stated
E134345 LR78160 therwise
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