
Part REACH substance over 0.1%?

G10X-288S7-QQ None

G1LX-188S7-BB-YG1-50 None

G2LX-188S1-CC-GY1-15 None

G2LX-188S1-CC-GY1-50 None

G3LX-188S1-FF-GY1 None

G3LX-188S1-FF-GY1-50 None

G7LX-A88S7-BP-G/Y None

G8X-188S7-BP None

GAX-2-62 None

GAX-2-62-50 None

GAX-2-62-BLK None

GAX-2-64 None

GAX-2-64-50 None

GAX-2-66 None

GAX-2-66-50 None

GAX-2-88 None

GAX-2-88-50 None

GAX-3-62 None

GAX-3-62-50 None

GAX-3-64 None

GAX-3-64-50 None

GAX-3-66 None

GAX-3-66-50 None

GAX-3-88 None

GAX-3-88-50 None

GAX-4-62 None

GAX-4-62-50 None

GAX-4-64 None

GAX-4-64-50 None

GAX-4-64-BLK None

GAX-4-66 None

GAX-4-66-50 None

GAX-4-88 None

GAX-4-88-50 None

GAX-4-88K None

GAX-5-62 None

GAX-5-62-50 None

GAX-5-64 None

GAX-5-64-50 None

GAX-5-66 None

GAX-5-66-50 None

GAX-6-62 None

GAX-6-62-50 None

GAX-6-64 None

GAX-6-64-50 None

GAX-6-66 None



GAX-6-66-50 None

GAX-7-62 None

GAX-7-62-50 None

GAX-7-64 None

GAX-7-64-50 None

GAX-7-66 None

GAX-7-66-50 None

GAX-8-62 None

GAX-8-62-50 None

GAX-8-64 None

GAX-8-64-50 None

GAX-8-66 None

GAX-8-66-50 None

GDCX-PA-44 Lead in Copper Alloy

GDCX-PA-44-50 Lead in Copper Alloy

GDCX-PA-64 Lead in Copper Alloy

GDCX-PA-64-50 Lead in Copper Alloy

GDCX-PA-66 Lead in Copper Alloy

GDCX-PA-66-50 Lead in Copper Alloy

GDCX-PA-88 Lead in Copper Alloy

GDCX-PA-88-50 Lead in Copper Alloy

GDCX-PA-88K Lead in Copper Alloy

GDCX-PA-88K-50 Lead in Copper Alloy

GDCX-PAS-88 Lead in Copper Alloy

GDCX-PAS-88-50 Lead in Copper Alloy

GDCX-PAS-88K Lead in Copper Alloy

GDCX-PAS-88K-50 Lead in Copper Alloy

GDCX-PN-44 Lead in Copper Alloy

GDCX-PN-44-50 Lead in Copper Alloy

GDCX-PN-64 Lead in Copper Alloy

GDCX-PN-64-50 Lead in Copper Alloy

GDCX-PN-66 Lead in Copper Alloy

GDCX-PN-66-50 Lead in Copper Alloy

GDCX-PN-88 Lead in Copper Alloy

GDCX-PN-88-50 Lead in Copper Alloy

GDCX-PN-88K Lead in Copper Alloy

GDCX-PN-88K-50 Lead in Copper Alloy

GDCX-PNS-88 Lead in Copper Alloy

GDCX-PNS-88-50 Lead in Copper Alloy

GDCX-PNS-88K Lead in Copper Alloy

GDCX-PNS-88K-50 Lead in Copper Alloy

GDLX-A-64 Lead in Copper Alloy

GDLX-A-64-50 Lead in Copper Alloy

GDLX-A-66 Lead in Copper Alloy

GDLX-A-66-50 Lead in Copper Alloy

GDLX-A-88 Lead in Copper Alloy

GDLX-A-88-50 Lead in Copper Alloy



GDLX-A-88K Lead in Copper Alloy

GDLX-A-88K-50 Lead in Copper Alloy

GDLX-N-64 Lead in Copper Alloy

GDLX-N-64-50 Lead in Copper Alloy

GDLX-N-66 Lead in Copper Alloy

GDLX-N-66-50 Lead in Copper Alloy

GDLX-N-88 Lead in Copper Alloy

GDLX-N-88-50 Lead in Copper Alloy

GDLX-N-88K Lead in Copper Alloy

GDLX-N-88K-50 Lead in Copper Alloy

GDLX-S-64 None

GDLX-S-64-50 None

GDLX-S-66 None

GDLX-S-66-50 None

GDLX-S-88 Lead in Copper Alloy

GDLX-S-88-50 Lead in Copper Alloy

GDLX-S-88K Lead in Copper Alloy

GDLX-S-88K-50 Lead in Copper Alloy

GDLX-SMT-A-64 Lead in Copper Alloy

GDLX-SMT-A-64-50 Lead in Copper Alloy

GDLX-SMT-A-66 Lead in Copper Alloy

GDLX-SMT-A-66-50 Lead in Copper Alloy

GDLX-SMT-A-88 Lead in Copper Alloy

GDLX-SMT-A-88-50 Lead in Copper Alloy

GDLX-SMT-N-64 Lead in Copper Alloy

GDLX-SMT-N-64-50 Lead in Copper Alloy

GDLX-SMT-N-66 Lead in Copper Alloy

GDLX-SMT-N-66-50 Lead in Copper Alloy

GDLX-SMT-N-88 Lead in Copper Alloy

GDLX-SMT-N-88-50 Lead in Copper Alloy

GDLX-SMT-S-64 Lead in Copper Alloy

GDLX-SMT-S-64-50 Lead in Copper Alloy

GDLX-SMT-S-66 Lead in Copper Alloy

GDLX-SMT-S-66-50 Lead in Copper Alloy

GDLX-SMT-S-88 Lead in Copper Alloy

GDLX-SMT-S-88-50 Lead in Copper Alloy

GDLX-SMT-S-88K Lead in Copper Alloy

GDLX-SMT-S-88K-50 Lead in Copper Alloy

GDTX-S-88 Lead in Copper Alloy

GDTX-S-88-50 Lead in Copper Alloy

GDWLX-PNS-88-G/R None

GDWLX-PNS-88-G/Y None

GDWLX-PNS-88-Y/G None

GDWX-PNS-88 None

GDWX-PNS-88-50 None

GDX-A-44 Lead in Copper Alloy

GDX-A-44-50 Lead in Copper Alloy



GDX-A-64 Lead in Copper Alloy

GDX-A-64-50 Lead in Copper Alloy

GDX-A-66 Lead in Copper Alloy

GDX-A-66-50 Lead in Copper Alloy

GDX-A-88 Lead in Copper Alloy

GDX-A-88-50 Lead in Copper Alloy

GDX-A-88K Lead in Copper Alloy

GDX-A-88K-50 Lead in Copper Alloy

GDX-N-64 Lead in Copper Alloy

GDX-N-64-50 Lead in Copper Alloy

GDX-N-66 Lead in Copper Alloy

GDX-N-66-50 Lead in Copper Alloy

GDX-N-88 Lead in Copper Alloy

GDX-N-88-50 Lead in Copper Alloy

GDX-N-88K Lead in Copper Alloy

GDX-N-88K-50 Lead in Copper Alloy

GDX-PA-1010 None

GDX-PA-1010-50 None

GDX-PNS-64 None

GDX-PNS-66 None

GLPLX-SMT-188S7-QQ-Y/G None

GLX-A-44 None

GLX-A-44-50 None

GLX-A-44-BLK None

GLX-A-64 None

GLX-A-64-50 None

GLX-A-64-BLK None

GLX-A-66 None

GLX-A-66-50 None

GLX-A-66-BLK None

GLX-N-1010M None

GLX-N-1010M-50 None

GLX-N-1010M-BLK None

GLX-N-44 None

GLX-N-44-50 None

GLX-N-44-BLK None

GLX-N-44M None

GLX-N-44M-50 None

GLX-N-44M-BLK None

GLX-N-64 None

GLX-N-64-50 None

GLX-N-64-50-BLK None

GLX-N-64-BLK None

GLX-N-64M None

GLX-N-64M-50 None

GLX-N-64M-BLK None

GLX-N-66 None



GLX-N-66-50 None

GLX-N-66-BLK None

GLX-N-66M None

GLX-N-66M-50 None

GLX-N-66M-BLK None

GLX-N-88M None

GLX-N-88M-50 None

GLX-N-88M-BLK None

GLX-S-1010M None

GLX-S-1010M-50 None

GLX-S-1010M-BLK None

GLX-S-88M None

GLX-S-88M-50 None

GLX-S-88M-BLK None

GM67X-CAP Lead in Copper Alloy

GM67X-CBL-152-P Lead in Copper Alloy

GM67X-CBL-152-P-50 Lead in Copper Alloy

GM67X-CBL-304-P Lead in Copper Alloy

GM67X-CBL-304-P-50 Lead in Copper Alloy

GM67X-CS-B Lead in Copper Alloy

GM67X-CS-R Lead in Copper Alloy

GM67X-S-88 Lead in Copper Alloy

GM67X-S-88-50 Lead in Copper Alloy

GMJXHT-MM-S-88 None

GMJXHT-MM-S-88-50 None

GMJXHT-MM-S-88-50TR None

GMJXHT-MM-S-88-TR None

GMXHT-N-44 None

GMXHT-N-44-50 None

GMXHT-N-64 None

GMXHT-N-64-50 None

GMXHT-N-66 None

GMXHT-N-66-50 None

GMXHT-N-88 None

GMXHT-N-88-50 None

GMX-N-1010 Lead in Copper Alloy

GMX-N-1010-50 Lead in Copper Alloy

GMX-N-44 None

GMX-N-44-50 None

GMX-N-64 None

GMX-N-64-50 None

GMX-N-66 None

GMX-N-66-50 None

GMX-N-88 None

GMX-N-88-50 None

GMX-N-88K None

GMX-N-88K-50 None



GMX-S-1010 Lead in Copper Alloy

GMX-S-1010-50 Lead in Copper Alloy

GMX-S2-88 Lead in Copper Alloy

GMX-S2-88-50 Lead in Copper Alloy

GMX-S-64 Lead in Copper Alloy

GMX-S-64-50 Lead in Copper Alloy

GMX-S-66 Lead in Copper Alloy

GMX-S-66-50 Lead in Copper Alloy

GMX-S7-88 Lead in Copper Alloy

GMX-S-88 Lead in Copper Alloy

GMX-S-88-50 Lead in Copper Alloy

GMX-SMT2-N-1010 Lead in Copper Alloy

GMX-SMT2-N-101050 Lead in Copper Alloy

GMX-SMT2N101050TR Lead in Copper Alloy

GMX-SMT2N1010TR Lead in Copper Alloy

GMX-SMT2-N-44 Lead in Copper Alloy

GMX-SMT2-N-44-50 Lead in Copper Alloy

GMX-SMT2-N-44-50TR Lead in Copper Alloy

GMX-SMT2-N-64 Lead in Copper Alloy

GMX-SMT2-N-64-50 Lead in Copper Alloy

GMX-SMT2-N-64-50TR Lead in Copper Alloy

GMX-SMT2-N-64-TR Lead in Copper Alloy

GMX-SMT2-N-66 Lead in Copper Alloy

GMX-SMT2-N-66-50 Lead in Copper Alloy

GMX-SMT2-N-66-50TR Lead in Copper Alloy

GMX-SMT2-N-66-TR Lead in Copper Alloy

GMX-SMT2-N-88 Lead in Copper Alloy

GMX-SMT2-N-88-50 Lead in Copper Alloy

GMX-SMT2-N-88-50TR Lead in Copper Alloy

GMX-SMT2-N-88-TR Lead in Copper Alloy

GMX-SMT2-S-1010 Lead in Copper Alloy

GMX-SMT2-S-1010-50 Lead in Copper Alloy

GMX-SMT2-S101050TR Lead in Copper Alloy

GMX-SMT2-S-1010TR Lead in Copper Alloy

GMX-SMT2-S2-1010 Lead in Copper Alloy

GMX-SMT2-S2-101050 Lead in Copper Alloy

GMX-SMT2S2101050TR Lead in Copper Alloy

GMX-SMT2-S2-1010TR Lead in Copper Alloy

GMX-SMT2-S2-66 Lead in Copper Alloy

GMX-SMT2-S2-88 Lead in Copper Alloy

GMX-SMT2-S2-88-50 Lead in Copper Alloy

GMX-SMT2-S2-8850TR Lead in Copper Alloy

GMX-SMT2-S2-88-TR Lead in Copper Alloy

GMX-SMT2-S-64 Lead in Copper Alloy

GMX-SMT2-S-64-50 Lead in Copper Alloy

GMX-SMT2-S-66 Lead in Copper Alloy

GMX-SMT2-S-66-50 Lead in Copper Alloy



GMX-SMT2-S-66-TR Lead in Copper Alloy

GMX-SMT2-S6-88 Lead in Copper Alloy

GMX-SMT2-S6-88-50 Lead in Copper Alloy

GMX-SMT2-S6-8850TR Lead in Copper Alloy

GMX-SMT2-S6-88-TR Lead in Copper Alloy

GMX-SMT2-S7-88 Lead in Copper Alloy

GMX-SMT2-S7-88-50 Lead in Copper Alloy

GMX-SMT2-S7-8850TR Lead in Copper Alloy

GMX-SMT2-S7-88-TR Lead in Copper Alloy

GMX-SMT2-S-88 Lead in Copper Alloy

GMX-SMT2-S-88-50 Lead in Copper Alloy

GMX-SMT2-S-8850TR Lead in Copper Alloy

GMX-SMT2-S-88-TR Lead in Copper Alloy

GMX-SMT4-N-44 Lead in Copper Alloy

GMX-SMT4-N-44-50 Lead in Copper Alloy

GMX-SMT4-N-44-50TR Lead in Copper Alloy

GMX-SMT4-N-44-TR Lead in Copper Alloy

GMX-SMT4-N-64 Lead in Copper Alloy

GMX-SMT4-N-64-50 Lead in Copper Alloy

GMX-SMT4-N-64-50TR Lead in Copper Alloy

GMX-SMT4-N-64-TR Lead in Copper Alloy

GMX-SMT4-N-66 Lead in Copper Alloy

GMX-SMT4-N-66-50 Lead in Copper Alloy

GMX-SMT4-N-66-50TR Lead in Copper Alloy

GMX-SMT4-N-66-TR Lead in Copper Alloy

GMX-SMT4-N-88 Lead in Copper Alloy

GMX-SMT4-N-88-50 Lead in Copper Alloy

GMX-SMT4-N-88-50TR Lead in Copper Alloy

GMX-SMT4-N-88-TR Lead in Copper Alloy

GPX-2-62 None

GPX-2-62-50 None

GPX-2-64 None

GPX-2-64-50 None

GPX-2-66 None

GPX-2-66-50 None

GPX-2-88 None

GPX-2-88-50 None

GPX-3-62 None

GPX-3-62-50 None

GPX-3-64 None

GPX-3-64-50 None

GPX-3-66 None

GPX-3-66-50 None

GPX-3-88 None

GPX-3-88-50 None

GPX-4-62 None

GPX-4-62-50 None



GPX-4-64 None

GPX-4-64-50 None

GPX-4-66 None

GPX-4-66-50 None

GPX-4-88 None

GPX-4-88-50 None

GPX-5-62 None

GPX-5-62-50 None

GPX-5-64 None

GPX-5-64-50 None

GPX-5-66 None

GPX-5-66-50 None

GPX-6-62 None

GPX-6-62-50 None

GPX-6-64 None

GPX-6-64-50 None

GPX-6-66 None

GPX-6-66-50 None

GPX-7-62 None

GPX-7-62-50 None

GPX-7-64 None

GPX-7-64-50 None

GPX-7-66 None

GPX-7-66-50 None

GPX-8-62 None

GPX-8-62-50 None

GPX-8-64 None

GPX-8-64-50 None

GPX-8-66 None

GPX-8-66-50 None

GSGX-N-10-88 Lead in Copper Alloy

GSGX-N-10-88-50 Lead in Copper Alloy

GSGX-N-12-88 Lead in Copper Alloy

GSGX-N-12-88-50 Lead in Copper Alloy

GSGX-N-2-88 Lead in Copper Alloy

GSGX-N-2-88-50 Lead in Copper Alloy

GSGX-N-3-88 Lead in Copper Alloy

GSGX-N-3-88-50 Lead in Copper Alloy

GSGX-N-4-88 Lead in Copper Alloy

GSGX-N-4-88-50 Lead in Copper Alloy

GSGX-N-5-88 Lead in Copper Alloy

GSGX-N-5-88-50 Lead in Copper Alloy

GSGX-N-6-88 Lead in Copper Alloy

GSGX-N-6-88-50 Lead in Copper Alloy

GSGX-N-8-88 Lead in Copper Alloy

GSGX-N-8-88-50 Lead in Copper Alloy

GSGX-NS-10-88 Lead in Copper Alloy



GSGX-NS-10-88-50 Lead in Copper Alloy

GSGX-NS-12-88 Lead in Copper Alloy

GSGX-NS-12-88-50 Lead in Copper Alloy

GSGX-NS2-288-368 Lead in Copper Alloy

GSGX-NS2-288-36850 Lead in Copper Alloy

GSGX-NS2-288-457 Lead in Copper Alloy

GSGX-NS2-288-45750 Lead in Copper Alloy

GSGX-NS2-488-368 Lead in Copper Alloy

GSGX-NS2-488-36850 Lead in Copper Alloy

GSGX-NS2-488-457 Lead in Copper Alloy

GSGX-NS2-488-45750 Lead in Copper Alloy

GSGX-NS2-588-368 Lead in Copper Alloy

GSGX-NS2-588-36850 Lead in Copper Alloy

GSGX-NS2-588-457 Lead in Copper Alloy

GSGX-NS2-588-45750 Lead in Copper Alloy

GSGX-NS2-688-368 Lead in Copper Alloy

GSGX-NS2-688-36850 Lead in Copper Alloy

GSGX-NS2-688-457 Lead in Copper Alloy

GSGX-NS2-688-45750 Lead in Copper Alloy

GSGX-NS-2-88 Lead in Copper Alloy

GSGX-NS-2-88-4.57 Lead in Copper Alloy

GSGX-NS-2-88-45750 Lead in Copper Alloy

GSGX-NS-2-88-50 Lead in Copper Alloy

GSGX-NS2-888-368 Lead in Copper Alloy

GSGX-NS2-888-36850 Lead in Copper Alloy

GSGX-NS2-888-457 Lead in Copper Alloy

GSGX-NS2-888-45750 Lead in Copper Alloy

GSGX-NS-4-88 Lead in Copper Alloy

GSGX-NS-4-88-4.57 Lead in Copper Alloy

GSGX-NS-4-88-45750 Lead in Copper Alloy

GSGX-NS-4-88-50 Lead in Copper Alloy

GSGX-NS-5-88 Lead in Copper Alloy

GSGX-NS-5-88-4.57 Lead in Copper Alloy

GSGX-NS-5-88-45750 Lead in Copper Alloy

GSGX-NS-5-88-50 Lead in Copper Alloy

GSGX-NS-6-88 Lead in Copper Alloy

GSGX-NS-6-88-4.57 Lead in Copper Alloy

GSGX-NS-6-88-45750 Lead in Copper Alloy

GSGX-NS-6-88-50 Lead in Copper Alloy

GSGX-NS7-288-368 Lead in Copper Alloy

GSGX-NS7-288-36850 Lead in Copper Alloy

GSGX-NS7-288-457 Lead in Copper Alloy

GSGX-NS7-288-45750 Lead in Copper Alloy

GSGX-NS7-488-368 Lead in Copper Alloy

GSGX-NS7-488-36850 Lead in Copper Alloy

GSGX-NS7-488-457 Lead in Copper Alloy

GSGX-NS7-488-45750 Lead in Copper Alloy



GSGX-NS7-588-368 Lead in Copper Alloy

GSGX-NS7-588-36850 Lead in Copper Alloy

GSGX-NS7-688-368 Lead in Copper Alloy

GSGX-NS7-688-36850 Lead in Copper Alloy

GSGX-NS7-888-368 Lead in Copper Alloy

GSGX-NS7-888-36850 Lead in Copper Alloy

GSGX-NS7-888-457 Lead in Copper Alloy

GSGX-NS7-888-45750 Lead in Copper Alloy

GSGX-NS-8-88 Lead in Copper Alloy

GSGX-NS-8-88-4.57 Lead in Copper Alloy

GSGX-NS-8-88-45750 Lead in Copper Alloy

GSGX-NS-8-88-50 Lead in Copper Alloy

GSLGX-N-4-88-G/Y Lead in Copper Alloy

GSLGX-N-4-88-Y/G Lead in Copper Alloy

GSLGX-NS7-488-3.05-G/Y Lead in Copper Alloy

GSLGX-NS7-488-3.05-Y/G Lead in Copper Alloy

GSP1X-188S7-QQ-G/Y None

GSPX-B-S2-GG-9100-R1 None

GSX-N-88 Lead in Copper Alloy

GSX-N-88-50 Lead in Copper Alloy

GSX-NS2-88-3.05 Lead in Copper Alloy

GSX-NS2-88-3.05-50 Lead in Copper Alloy

GSX-NS2-88-3.68 Lead in Copper Alloy

GSX-NS2-88-3.68-50 Lead in Copper Alloy

GSX-NS2-88-4.57 Lead in Copper Alloy

GSX-NS2-88-4.57-50 Lead in Copper Alloy

GSX-NS7-88-3.05 Lead in Copper Alloy

GSX-NS7-88-3.05-50 Lead in Copper Alloy

GSX-NS7-88-3.68 Lead in Copper Alloy

GSX-NS7-88-3.68-50 Lead in Copper Alloy

GSX-NS7-88-4.57 Lead in Copper Alloy

GSX-NS7-88-4.57-50 Lead in Copper Alloy

GSX-NS-88-3.05 Lead in Copper Alloy

GSX-NS-88-3.05-50 Lead in Copper Alloy

GSX-NS-88-3.68 Lead in Copper Alloy

GSX-NS-88-3.68-50 Lead in Copper Alloy

GSX-NS-88-4.57 Lead in Copper Alloy

GSX-NS-88-4.57-50 Lead in Copper Alloy

GTVX-SMT2-N-44 None

GTVX-SMT2-N-44-50 None

GTVX-SMT2-N-44-50TR None

GTVX-SMT2-N-44-TR None

GTVX-SMT2-N-64 None

GTVX-SMT2-N-64-50 None

GTVX-SMT2-N-64-50TR None

GTVX-SMT2-N-64-TR None

GTVX-SMT2-N-66 None



GTVX-SMT2-N-66-50 None

GTVX-SMT2-N-66-50TR None

GTVX-SMT2-N-66-TR None

GTVX-SMT-N-44 None

GTVX-SMT-N-44-50 None

GTVX-SMT-N-44-50TR None

GTVX-SMT-N-44-TR None

GTVX-SMT-N-64 None

GTVX-SMT-N-64-50 None

GTVX-SMT-N-64-50TR None

GTVX-SMT-N-64-TR None

GTVX-SMT-N-66 None

GTVX-SMT-N-66-50 None

GTVX-SMT-N-66-50TR None

GTVX-SMT-N-66-TR None

GTVX-SMT-N-88 None

GTVX-SMT-N-88-50 None

GTVX-SMT-N-88-50TR None

GTVX-SMT-N-88-TR None

GTVX-SMT-S-1010 None

GTVX-SMT-S-1010-50 None

GTVX-SMT-S-88 None

GTVX-SMT-S-88-50 None

GWGX-S1-2-88 Lead in Copper Alloy

GWGX-S1-2-88-50 Lead in Copper Alloy

GWGX-S1-4-88 Lead in Copper Alloy

GWGX-S1-4-88-50 Lead in Copper Alloy

GWLEX-S-88-G/Y None

GWLEX-S9-88-G/Y None

GWLEX-SMT-S988G/Y None

GWLGX-S1288-G/G Lead in Copper Alloy

GWLGX-S1288-G/R Lead in Copper Alloy

GWLGX-S1288-G/Y Lead in Copper Alloy

GWLGX-S1288-GR/GR Lead in Copper Alloy

GWLGX-S1288-GY/GY Lead in Copper Alloy

GWLGX-S1288-R/G Lead in Copper Alloy

GWLGX-S1288-Y/G Lead in Copper Alloy

GWLGX-S1288-Y/Y Lead in Copper Alloy

GWLGX-S1288-YG/YG Lead in Copper Alloy

GWLGX-S1488-G/G Lead in Copper Alloy

GWLGX-S1488-G/R Lead in Copper Alloy

GWLGX-S1488-G/Y Lead in Copper Alloy

GWLGX-S1488-GR/GR Lead in Copper Alloy

GWLGX-S1488-GY/GY Lead in Copper Alloy

GWLGX-S1488-R/G Lead in Copper Alloy

GWLGX-S1488-R/Y Lead in Copper Alloy

GWLGX-S1488-Y/G Lead in Copper Alloy



GWLGX-S1488-Y/Y Lead in Copper Alloy

GWLGX-S1488-YG/YG Lead in Copper Alloy

GWLGX-S1688-G/Y Lead in Copper Alloy

GWLGX-S1688-Y/G Lead in Copper Alloy

GWLGX-S1888-G/G Lead in Copper Alloy

GWLGX-S1888-G/R Lead in Copper Alloy

GWLGX-S1888-G/Y Lead in Copper Alloy

GWLGX-S1888-GR/GR Lead in Copper Alloy

GWLGX-S1888-GY/GY Lead in Copper Alloy

GWLGX-S1888-R/G Lead in Copper Alloy

GWLGX-S1888-R/Y Lead in Copper Alloy

GWLGX-S1888-Y/G Lead in Copper Alloy

GWLGX-S1888-Y/Y Lead in Copper Alloy

GWLGX-S1888-YG/YG Lead in Copper Alloy

GWLX-N-88-G/G None

GWLX-N-88-G/G-50 None

GWLX-N-88-G/R None

GWLX-N-88-G/R-50 None

GWLX-N-88-G/Y None

GWLX-N-88-G/Y-50 None

GWLX-N-88-Y/G None

GWLX-N-88-Y/G-50 None

GWLX-N-88-Y/Y None

GWLX-N-88-Y/Y-50 None

GWLX-S2-88-G/G None

GWLX-S2-88-G/G-50 None

GWLX-S2-88-G/R None

GWLX-S2-88-G/R-50 None

GWLX-S2-88-G/Y None

GWLX-S2-88-G/Y-50 None

GWLX-S2-88-Y/G None

GWLX-S2-88-Y/G-50 None

GWLX-S2-88-Y/Y None

GWLX-S2-88-Y/Y-50 None

GWLX-S-88-G/G None

GWLX-S-88-G/G-50 None

GWLX-S-88-G/R None

GWLX-S-88-G/R-50 None

GWLX-S-88-G/Y None

GWLX-S-88-G/Y-50 None

GWLX-S-88-Y/G None

GWLX-S-88-Y/G-50 None

GWLX-S-88-Y/Y None

GWLX-S-88-Y/Y-50 None

GWLX-S9-88-G/G None

GWLX-S9-88-G/G-50 None

GWLX-S9-88-G/R None



GWLX-S9-88-G/R-50 None

GWLX-S9-88-G/Y None

GWLX-S9-88-G/Y-50 None

GWLX-S9-88-Y/G None

GWLX-S9-88-Y/G-50 None

GWLX-S9-88-Y/Y None

GWLX-S9-88-Y/Y-50 None

GWLX-SMT-S988G/G None

GWLX-SMT-S988G/G50 None

GWLX-SMT-S988G/R None

GWLX-SMT-S988G/Y None

GWLX-SMT-S988Y/G None

GWLX-SMT-S988Y/G50 None

GWLX-SMT-S988Y/Y None

GWX-N-88 None

GWX-N-88-50 None

GWX-S3-88 None

GWX-S3-88-50 None

GWX-S-88 None

GWX-S-88-50 None

GWX-S9-88 None

GWX-S9-88-50 None

GWX-SMT-N-88 None

GWX-SMT-N-88-50 None

GWX-SMT-N-88-50-TR None

GWX-SMT-N-88-TR None

GWX-SMT-S-88 None

GWX-SMT-S-88-50 None

GWX-SMT-S-88-50-TR None

GWX-SMT-S-88-TR None

GWX-SMT-S9-88 None

GWX-SMT-S9-88-50 None

GWX-SMT-S9-88-50-TR None

GWX-SMT-S9-88-TR None

JSX-1000 Lead in Copper Alloy

JSX-1035 Lead in Copper Alloy

JSX-1055 Lead in Copper Alloy

JSX-1055-5.9 Lead in Copper Alloy

JSX-M3131 Lead in Copper Alloy

JSX-M3131M Lead in Copper Alloy

K202XHT-B25S-N Lead in Copper Alloy

K202XHT-B25S-N30 None

K202XHT-B25S-NJ Lead in Copper Alloy

K202XHT-B25S-NJ30 Lead in Copper Alloy

K202XHT-E15S-N Lead in Copper Alloy

K202XHT-E15S-N30 Lead in Copper Alloy

K202XHT-E15S-NJ Lead in Copper Alloy



K202XHT-E15S-NJ30 Lead in Copper Alloy

K202XHT-E9P-N Lead in Copper Alloy

K202XHT-E9P-N30 Lead in Copper Alloy

K202XHT-E9P-NJ Lead in Copper Alloy

K202XHT-E9P-NJ30 Lead in Copper Alloy

K202XHT-E9S-N Lead in Copper Alloy

K202XHT-E9S-N30 Lead in Copper Alloy

K202XHT-E9S-NJ Lead in Copper Alloy

K202XHT-E9S-NJ30 Lead in Copper Alloy

K22X-A15P-N Lead in Copper Alloy

K22X-A15P-N30 Lead in Copper Alloy

K22X-A15P-NJ Lead in Copper Alloy

K22X-A15P-NJ30 Lead in Copper Alloy

K22X-A15S-N Lead in Copper Alloy

K22X-A15S-N30 Lead in Copper Alloy

K22X-A15S-NJ Lead in Copper Alloy

K22X-A15S-NJ30 Lead in Copper Alloy

K22X-B25P-N Lead in Copper Alloy

K22X-B25P-N30 Lead in Copper Alloy

K22X-B25P-NJ Lead in Copper Alloy

K22X-B25P-NJ30 Lead in Copper Alloy

K22X-B25S-N Lead in Copper Alloy

K22X-B25S-N30 Lead in Copper Alloy

K22X-B25S-NJ Lead in Copper Alloy

K22X-B25S-NJ30 Lead in Copper Alloy

K22X-C37P-N Lead in Copper Alloy

K22X-C37P-N30 None

K22X-C37P-NJ Lead in Copper Alloy

K22X-C37P-NJ30 Lead in Copper Alloy

K22X-C37S-N Lead in Copper Alloy

K22X-C37S-N30 Lead in Copper Alloy

K22X-C37S-NJ Lead in Copper Alloy

K22X-C37S-NJ30 Lead in Copper Alloy

K22X-E9P-N Lead in Copper Alloy

K22X-E9P-N30 Lead in Copper Alloy

K22X-E9P-NJ Lead in Copper Alloy

K22X-E9P-NJ30 Lead in Copper Alloy

K22X-E9S-N Lead in Copper Alloy

K22X-E9S-N30 Lead in Copper Alloy

K22X-E9S-NJ Lead in Copper Alloy

K22X-E9S-NJ30 Lead in Copper Alloy

K22XHT-A15P-N Lead in Copper Alloy

K22XHT-A15P-N30 Lead in Copper Alloy

K22XHT-A15P-NJ Lead in Copper Alloy

K22XHT-A15P-NJ30 Lead in Copper Alloy

K22XHT-A15S-N Lead in Copper Alloy

K22XHT-A15S-N30 Lead in Copper Alloy



K22XHT-A15S-NJ Lead in Copper Alloy

K22XHT-A15S-NJ30 Lead in Copper Alloy

K22XHT-B25P-N Lead in Copper Alloy

K22XHT-B25P-N30 Lead in Copper Alloy

K22XHT-B25P-NJ Lead in Copper Alloy

K22XHT-B25P-NJ30 Lead in Copper Alloy

K22XHT-B25S-N Lead in Copper Alloy

K22XHT-B25S-N30 Lead in Copper Alloy

K22XHT-B25S-NJ Lead in Copper Alloy

K22XHT-B25S-NJ30 Lead in Copper Alloy

K22XHT-C37P-N Lead in Copper Alloy

K22XHT-C37P-N30 Lead in Copper Alloy

K22XHT-C37P-NJ Lead in Copper Alloy

K22XHT-C37P-NJ30 Lead in Copper Alloy

K22XHT-C37S-N Lead in Copper Alloy

K22XHT-C37S-N30 Lead in Copper Alloy

K22XHT-C37S-NJ Lead in Copper Alloy

K22XHT-C37S-NJ30 Lead in Copper Alloy

K22XHT-E9P-N Lead in Copper Alloy

K22XHT-E9P-N30 Lead in Copper Alloy

K22XHT-E9P-NJ Lead in Copper Alloy

K22XHT-E9P-NJ30 Lead in Copper Alloy

K22XHT-E9S-N Lead in Copper Alloy

K22XHT-E9S-N30 Lead in Copper Alloy

K22XHT-E9S-NJ Lead in Copper Alloy

K22XHT-E9S-NJ30 Lead in Copper Alloy

K42X-A15P/P-A4N Lead in Copper Alloy

K42X-A15P/P-A4N30 Lead in Copper Alloy

K42X-A15P/P-A4NJ Lead in Copper Alloy

K42X-A15P/P-A4NJ30 Lead in Copper Alloy

K42X-A15P/S-A4N Lead in Copper Alloy

K42X-A15P/S-A4N30 Lead in Copper Alloy

K42X-A15P/S-A4NJ Lead in Copper Alloy

K42X-A15P/S-A4NJ30 Lead in Copper Alloy

K42X-A15S/P-A4N Lead in Copper Alloy

K42X-A15S/P-A4N30 Lead in Copper Alloy

K42X-A15S/P-A4NJ Lead in Copper Alloy

K42X-A15S/P-A4NJ30 Lead in Copper Alloy

K42X-A15S/S-A4N Lead in Copper Alloy

K42X-A15S/S-A4N30 Lead in Copper Alloy

K42X-A15S/S-A4NJ Lead in Copper Alloy

K42X-A15S/S-A4NJ30 Lead in Copper Alloy

K42X-B25P/P-A4N Lead in Copper Alloy

K42X-B25P/P-A4N30 Lead in Copper Alloy

K42X-B25P/P-A4NJ Lead in Copper Alloy

K42X-B25P/P-A4NJ30 Lead in Copper Alloy

K42X-B25P/S-A4N Lead in Copper Alloy



K42X-B25P/S-A4N30 Lead in Copper Alloy

K42X-B25P/S-A4NJ Lead in Copper Alloy

K42X-B25P/S-A4NJ30 Lead in Copper Alloy

K42X-B25S/P-A4N Lead in Copper Alloy

K42X-B25S/P-A4N30 Lead in Copper Alloy

K42X-B25S/P-A4NJ Lead in Copper Alloy

K42X-B25S/P-A4NJ30 Lead in Copper Alloy

K42X-B25S/S-A4N Lead in Copper Alloy

K42X-B25S/S-A4N30 Lead in Copper Alloy

K42X-B25S/S-A4NJ Lead in Copper Alloy

K42X-B25S/S-A4NJ30 Lead in Copper Alloy

K42X-C37P/P-A4N Lead in Copper Alloy

K42X-C37P/P-A4N30 Lead in Copper Alloy

K42X-C37P/P-A4NJ Lead in Copper Alloy

K42X-C37P/P-A4NJ30 Lead in Copper Alloy

K42X-C37P/S-A4N Lead in Copper Alloy

K42X-C37P/S-A4N30 Lead in Copper Alloy

K42X-C37P/S-A4NJ Lead in Copper Alloy

K42X-C37P/S-A4NJ30 Lead in Copper Alloy

K42X-C37S/P-A4N Lead in Copper Alloy

K42X-C37S/P-A4N30 Lead in Copper Alloy

K42X-C37S/P-A4NJ Lead in Copper Alloy

K42X-C37S/P-A4NJ30 Lead in Copper Alloy

K42X-C37S/S-A4N Lead in Copper Alloy

K42X-C37S/S-A4N30 Lead in Copper Alloy

K42X-C37S/S-A4NJ Lead in Copper Alloy

K42X-C37S/S-A4NJ30 Lead in Copper Alloy

K42X-E15S/P-A4N Lead in Copper Alloy

K42X-E15S/P-A4N30 Lead in Copper Alloy

K42X-E15S/P-A4NJ Lead in Copper Alloy

K42X-E15S/P-A4NJ30 Lead in Copper Alloy

K42X-E15S/S-A4N Lead in Copper Alloy

K42X-E15S/S-A4N30 Lead in Copper Alloy

K42X-E15S/S-A4NJ Lead in Copper Alloy

K42X-E15S/S-A4NJ30 Lead in Copper Alloy

K42X-E9P/E15S-A4N Lead in Copper Alloy

K42X-E9P/E15S-A4NJ Lead in Copper Alloy

K42X-E9P/P-A4N Lead in Copper Alloy

K42X-E9P/P-A4N30 Lead in Copper Alloy

K42X-E9P/P-A4NJ Lead in Copper Alloy

K42X-E9P/P-A4NJ30 Lead in Copper Alloy

K42X-E9P/S-A4N Lead in Copper Alloy

K42X-E9P/S-A4N30 Lead in Copper Alloy

K42X-E9P/S-A4NJ Lead in Copper Alloy

K42X-E9P/S-A4NJ30 Lead in Copper Alloy

K42X-E9S/E15S-A4N Lead in Copper Alloy

K42X-E9S/E15S-A4NJ Lead in Copper Alloy



K42X-E9S/P-A4N Lead in Copper Alloy

K42X-E9S/P-A4N30 Lead in Copper Alloy

K42X-E9S/P-A4NJ Lead in Copper Alloy

K42X-E9S/P-A4NJ30 Lead in Copper Alloy

K42X-E9S/S-A4N Lead in Copper Alloy

K42X-E9S/S-A4N30 Lead in Copper Alloy

K42X-E9S/S-A4NJ Lead in Copper Alloy

K42X-E9S/S-A4NJ30 Lead in Copper Alloy

K61X-E15S-N Lead in Copper Alloy

K61X-E15S-N30 Lead in Copper Alloy

K61X-E15S-N30VESA Lead in Copper Alloy

K61X-E15S-NJ Lead in Copper Alloy

K61X-E15S-NJ30 Lead in Copper Alloy

K61X-E15S-NJ30VESA Lead in Copper Alloy

K61X-E15S-NJ-VESA Lead in Copper Alloy

K61X-E15S-N-VESA Lead in Copper Alloy

K66X-A26P-N Lead in Copper Alloy

K66X-A26P-N30 Lead in Copper Alloy

K66X-A26P-NJ Lead in Copper Alloy

K66X-A26P-NJ30 Lead in Copper Alloy

K66X-A26S-N Lead in Copper Alloy

K66X-A26S-N30 Lead in Copper Alloy

K66X-A26S-NJ Lead in Copper Alloy

K66X-A26S-NJ30 Lead in Copper Alloy

K66X-B44P-N None

K66X-B44P-N30 Lead in Copper Alloy

K66X-B44P-NJ Lead in Copper Alloy

K66X-B44P-NJ30 Lead in Copper Alloy

K66X-B44S-N Lead in Copper Alloy

K66X-B44S-N30 Lead in Copper Alloy

K66X-B44S-NJ Lead in Copper Alloy

K66X-B44S-NJ30 Lead in Copper Alloy

K66X-E15P-N Lead in Copper Alloy

K66X-E15P-N30 Lead in Copper Alloy

K66X-E15P-NJ Lead in Copper Alloy

K66X-E15P-NJ30 Lead in Copper Alloy

K66X-E15S-N Lead in Copper Alloy

K66X-E15S-N30 Lead in Copper Alloy

K66X-E15S-N30-VESA Lead in Copper Alloy

K66X-E15S-NJ Lead in Copper Alloy

K66X-E15S-NJ30 Lead in Copper Alloy

K66X-E15S-NJ30VESA Lead in Copper Alloy

K66X-E15S-NJ-VESA Lead in Copper Alloy

K66X-E15S-N-VESA Lead in Copper Alloy

K66XHT-A26P-N Lead in Copper Alloy

K66XHT-A26P-NJ Lead in Copper Alloy

K66XHT-A26S-N Lead in Copper Alloy



K66XHT-A26S-NJ Lead in Copper Alloy

K66XHT-B44P-N Lead in Copper Alloy

K66XHT-B44P-NJ Lead in Copper Alloy

K66XHT-B44S-N Lead in Copper Alloy

K66XHT-B44S-NJ Lead in Copper Alloy

K66XHT-E15P-N Lead in Copper Alloy

K66XHT-E15P-NJ Lead in Copper Alloy

K66XHT-E15S-N Lead in Copper Alloy

K66XHT-E15S-NJ Lead in Copper Alloy

K85X-AA-15P None

K85X-AA-15P-30 None

K85X-AA-15P-K Lead in Copper Alloy

K85X-AA-15P-K30 Lead in Copper Alloy

K85X-AA-15P-KJ Lead in Copper Alloy

K85X-AA-15P-KJ30 Lead in Copper Alloy

K85X-AA-15S None

K85X-AA-15S-30 None

K85X-AA-15S-K Lead in Copper Alloy

K85X-AA-15S-K30 Lead in Copper Alloy

K85X-AA-15S-KJ Lead in Copper Alloy

K85X-AA-15S-KJ30 Lead in Copper Alloy

K85X-AD-15P None

K85X-AD-15P-30 None

K85X-AD-15P-BR Lead in Copper Alloy

K85X-AD-15P-BR30 Lead in Copper Alloy

K85X-AD-15P-BRJ Lead in Copper Alloy

K85X-AD-15P-BRJ30 Lead in Copper Alloy

K85X-AD-15P-K Lead in Copper Alloy

K85X-AD-15P-K30 Lead in Copper Alloy

K85X-AD-15P-KJ Lead in Copper Alloy

K85X-AD-15P-KJ30 Lead in Copper Alloy

K85X-AD-15P-R Lead in Copper Alloy

K85X-AD-15P-R30 Lead in Copper Alloy

K85X-AD-15S None

K85X-AD-15S-30 None

K85X-AD-15S-BR Lead in Copper Alloy

K85X-AD-15S-BR30 Lead in Copper Alloy

K85X-AD-15S-BRJ Lead in Copper Alloy

K85X-AD-15S-BRJ30 Lead in Copper Alloy

K85X-AD-15S-K Lead in Copper Alloy

K85X-AD-15S-K30 Lead in Copper Alloy

K85X-AD-15S-KJ Lead in Copper Alloy

K85X-AD-15S-KJ30 Lead in Copper Alloy

K85X-AD-15S-R Lead in Copper Alloy

K85X-AD-15S-R30 Lead in Copper Alloy

K85X-BA-25P None

K85X-BA-25P-30 None



K85X-BA-25P-K Lead in Copper Alloy

K85X-BA-25P-K30 Lead in Copper Alloy

K85X-BA-25P-KJ Lead in Copper Alloy

K85X-BA-25P-KJ30 Lead in Copper Alloy

K85X-BA-25P-R Lead in Copper Alloy

K85X-BA-25P-R30 Lead in Copper Alloy

K85X-BA-25S None

K85X-BA-25S-30 None

K85X-BA-25S-K Lead in Copper Alloy

K85X-BA-25S-K30 Lead in Copper Alloy

K85X-BA-25S-KJ Lead in Copper Alloy

K85X-BA-25S-KJ30 Lead in Copper Alloy

K85X-BA-25S-R Lead in Copper Alloy

K85X-BA-25S-R30 Lead in Copper Alloy

K85X-BD-25P None

K85X-BD-25P-30 None

K85X-BD-25P-BR Lead in Copper Alloy

K85X-BD-25P-BR30 Lead in Copper Alloy

K85X-BD-25P-BRJ Lead in Copper Alloy

K85X-BD-25P-BRJ30 Lead in Copper Alloy

K85X-BD-25P-K Lead in Copper Alloy

K85X-BD-25P-K30 Lead in Copper Alloy

K85X-BD-25P-KJ Lead in Copper Alloy

K85X-BD-25P-KJ30 Lead in Copper Alloy

K85X-BD-25P-R Lead in Copper Alloy

K85X-BD-25P-R30 Lead in Copper Alloy

K85X-BD-25S None

K85X-BD-25S-30 None

K85X-BD-25S-BR Lead in Copper Alloy

K85X-BD-25S-BR30 Lead in Copper Alloy

K85X-BD-25S-BRJ Lead in Copper Alloy

K85X-BD-25S-BRJ30 Lead in Copper Alloy

K85X-BD-25S-K Lead in Copper Alloy

K85X-BD-25S-K30 Lead in Copper Alloy

K85X-BD-25S-KJ Lead in Copper Alloy

K85X-BD-25S-KJ30 Lead in Copper Alloy

K85X-BD-25S-R Lead in Copper Alloy

K85X-BD-25S-R30 Lead in Copper Alloy

K85X-CA-37P None

K85X-CA-37P-30 None

K85X-CA-37P-K Lead in Copper Alloy

K85X-CA-37P-K30 Lead in Copper Alloy

K85X-CA-37P-KJ Lead in Copper Alloy

K85X-CA-37P-KJ30 Lead in Copper Alloy

K85X-CA-37P-R Lead in Copper Alloy

K85X-CA-37P-R30 Lead in Copper Alloy

K85X-CA-37S None



K85X-CA-37S-30 None

K85X-CA-37S-K Lead in Copper Alloy

K85X-CA-37S-K30 Lead in Copper Alloy

K85X-CA-37S-KJ Lead in Copper Alloy

K85X-CA-37S-KJ30 Lead in Copper Alloy

K85X-CA-37S-R Lead in Copper Alloy

K85X-CA-37S-R30 Lead in Copper Alloy

K85X-CD-37P None

K85X-CD-37P-30 None

K85X-CD-37P-BR Lead in Copper Alloy

K85X-CD-37P-BR30 Lead in Copper Alloy

K85X-CD-37P-BRJ Lead in Copper Alloy

K85X-CD-37P-BRJ30 Lead in Copper Alloy

K85X-CD-37P-K Lead in Copper Alloy

K85X-CD-37P-K30 Lead in Copper Alloy

K85X-CD-37P-KJ Lead in Copper Alloy

K85X-CD-37P-KJ30 Lead in Copper Alloy

K85X-CD-37P-R Lead in Copper Alloy

K85X-CD-37P-R30 Lead in Copper Alloy

K85X-CD-37S None

K85X-CD-37S-30 None

K85X-CD-37S-BR Lead in Copper Alloy

K85X-CD-37S-BR30 Lead in Copper Alloy

K85X-CD-37S-BRJ Lead in Copper Alloy

K85X-CD-37S-BRJ30 Lead in Copper Alloy

K85X-CD-37S-K Lead in Copper Alloy

K85X-CD-37S-K30 Lead in Copper Alloy

K85X-CD-37S-KJ Lead in Copper Alloy

K85X-CD-37S-KJ30 Lead in Copper Alloy

K85X-CD-37S-R Lead in Copper Alloy

K85X-CD-37S-R30 Lead in Copper Alloy

K85X-EA-9P None

K85X-EA-9P-30 None

K85X-EA-9P-K Lead in Copper Alloy

K85X-EA-9P-K30 Lead in Copper Alloy

K85X-EA-9P-KJ Lead in Copper Alloy

K85X-EA-9P-KJ30 Lead in Copper Alloy

K85X-EA-9P-R Lead in Copper Alloy

K85X-EA-9P-R30 Lead in Copper Alloy

K85X-EA-9S None

K85X-EA-9S-30 None

K85X-EA-9S-K Lead in Copper Alloy

K85X-EA-9S-K30 Lead in Copper Alloy

K85X-EA-9S-KJ Lead in Copper Alloy

K85X-EA-9S-KJ30 Lead in Copper Alloy

K85X-EA-9S-R Lead in Copper Alloy

K85X-EA-9S-R30 Lead in Copper Alloy



K85X-ED-9P None

K85X-ED-9P-30 None

K85X-ED-9P-BR Lead in Copper Alloy

K85X-ED-9P-BR30 Lead in Copper Alloy

K85X-ED-9P-BRJ Lead in Copper Alloy

K85X-ED-9P-BRJ30 Lead in Copper Alloy

K85X-ED-9P-K Lead in Copper Alloy

K85X-ED-9P-K30 Lead in Copper Alloy

K85X-ED-9P-KJ Lead in Copper Alloy

K85X-ED-9P-KJ30 Lead in Copper Alloy

K85X-ED-9P-R Lead in Copper Alloy

K85X-ED-9P-R30 Lead in Copper Alloy

K85X-ED-9S None

K85X-ED-9S-30 None

K85X-ED-9S-BR Lead in Copper Alloy

K85X-ED-9S-BR30 Lead in Copper Alloy

K85X-ED-9S-BRJ Lead in Copper Alloy

K85X-ED-9S-BRJ30 Lead in Copper Alloy

K85X-ED-9S-K Lead in Copper Alloy

K85X-ED-9S-K30 Lead in Copper Alloy

K85X-ED-9S-KJ Lead in Copper Alloy

K85X-ED-9S-KJ30 Lead in Copper Alloy

K85X-ED-9S-R Lead in Copper Alloy

K85X-ED-9S-R30 Lead in Copper Alloy

K86X-AA-26P None

K86X-AA-26P-30 None

K86X-AA-26P-K Lead in Copper Alloy

K86X-AA-26P-K30 Lead in Copper Alloy

K86X-AA-26P-KJ Lead in Copper Alloy

K86X-AA-26P-KJ30 Lead in Copper Alloy

K86X-AA-26S None

K86X-AA-26S-30 None

K86X-AA-26S-K Lead in Copper Alloy

K86X-AA-26S-K30 Lead in Copper Alloy

K86X-AA-26S-KJ Lead in Copper Alloy

K86X-AA-26S-KJ30 Lead in Copper Alloy

K86X-AD-26P None

K86X-AD-26P-30 None

K86X-AD-26P-BR None

K86X-AD-26P-BR30 Lead in Copper Alloy

K86X-AD-26P-BRJ Lead in Copper Alloy

K86X-AD-26P-BRJ30 Lead in Copper Alloy

K86X-AD-26P-K Lead in Copper Alloy

K86X-AD-26P-K30 Lead in Copper Alloy

K86X-AD-26P-KJ Lead in Copper Alloy

K86X-AD-26P-KJ30 Lead in Copper Alloy

K86X-AD-26S None



K86X-AD-26S-30 None

K86X-AD-26S-BR Lead in Copper Alloy

K86X-AD-26S-BR30 Lead in Copper Alloy

K86X-AD-26S-BRJ Lead in Copper Alloy

K86X-AD-26S-BRJ30 Lead in Copper Alloy

K86X-AD-26S-K Lead in Copper Alloy

K86X-AD-26S-K30 Lead in Copper Alloy

K86X-AD-26S-KJ Lead in Copper Alloy

K86X-AD-26S-KJ30 Lead in Copper Alloy

K86X-BA-44P None

K86X-BA-44P-30 None

K86X-BA-44P-K Lead in Copper Alloy

K86X-BA-44P-K30 Lead in Copper Alloy

K86X-BA-44P-KJ Lead in Copper Alloy

K86X-BA-44P-KJ30 Lead in Copper Alloy

K86X-BA-44S None

K86X-BA-44S-30 None

K86X-BA-44S-K Lead in Copper Alloy

K86X-BA-44S-K30 Lead in Copper Alloy

K86X-BA-44S-KJ Lead in Copper Alloy

K86X-BA-44S-KJ30 Lead in Copper Alloy

K86X-BD-44P None

K86X-BD-44P-30 None

K86X-BD-44P-BR Lead in Copper Alloy

K86X-BD-44P-BR30 Lead in Copper Alloy

K86X-BD-44P-BRJ Lead in Copper Alloy

K86X-BD-44P-BRJ30 Lead in Copper Alloy

K86X-BD-44P-K Lead in Copper Alloy

K86X-BD-44P-K30 Lead in Copper Alloy

K86X-BD-44P-KJ Lead in Copper Alloy

K86X-BD-44P-KJ30 Lead in Copper Alloy

K86X-BD-44S None

K86X-BD-44S-30 None

K86X-BD-44S-BR Lead in Copper Alloy

K86X-BD-44S-BR30 Lead in Copper Alloy

K86X-BD-44S-BRJ Lead in Copper Alloy

K86X-BD-44S-BRJ30 Lead in Copper Alloy

K86X-BD-44S-K Lead in Copper Alloy

K86X-BD-44S-K30 Lead in Copper Alloy

K86X-BD-44S-KJ Lead in Copper Alloy

K86X-BD-44S-KJ30 Lead in Copper Alloy

K86X-CA-62P None

K86X-CA-62P-30 None

K86X-CA-62P-K Lead in Copper Alloy

K86X-CA-62P-K30 Lead in Copper Alloy

K86X-CA-62P-KJ Lead in Copper Alloy

K86X-CA-62P-KJ30 Lead in Copper Alloy



K86X-CA-62S None

K86X-CA-62S-30 None

K86X-CA-62S-K Lead in Copper Alloy

K86X-CA-62S-K30 Lead in Copper Alloy

K86X-CA-62S-KJ Lead in Copper Alloy

K86X-CA-62S-KJ30 Lead in Copper Alloy

K86X-CD-62P None

K86X-CD-62P-30 None

K86X-CD-62P-BR Lead in Copper Alloy

K86X-CD-62P-BR30 Lead in Copper Alloy

K86X-CD-62P-BRJ Lead in Copper Alloy

K86X-CD-62P-BRJ30 Lead in Copper Alloy

K86X-CD-62P-K Lead in Copper Alloy

K86X-CD-62P-K30 Lead in Copper Alloy

K86X-CD-62P-KJ Lead in Copper Alloy

K86X-CD-62P-KJ30 Lead in Copper Alloy

K86X-CD-62S None

K86X-CD-62S-30 None

K86X-CD-62S-BR Lead in Copper Alloy

K86X-CD-62S-BR30 Lead in Copper Alloy

K86X-CD-62S-BRJ Lead in Copper Alloy

K86X-CD-62S-BRJ30 Lead in Copper Alloy

K86X-CD-62S-K Lead in Copper Alloy

K86X-CD-62S-K30 Lead in Copper Alloy

K86X-CD-62S-KJ Lead in Copper Alloy

K86X-CD-62S-KJ30 Lead in Copper Alloy

K86X-EA-15P None

K86X-EA-15P-30 None

K86X-EA-15P-K Lead in Copper Alloy

K86X-EA-15P-K30 Lead in Copper Alloy

K86X-EA-15P-KJ Lead in Copper Alloy

K86X-EA-15P-KJ30 Lead in Copper Alloy

K86X-EA-15S None

K86X-EA-15S-30 None

K86X-EA-15S-K Lead in Copper Alloy

K86X-EA-15S-K30 Lead in Copper Alloy

K86X-EA-15S-KJ Lead in Copper Alloy

K86X-EA-15S-KJ30 Lead in Copper Alloy

K86X-ED-15P None

K86X-ED-15P-30 None

K86X-ED-15P-BR Lead in Copper Alloy

K86X-ED-15P-BR30 Lead in Copper Alloy

K86X-ED-15P-BRJ Lead in Copper Alloy

K86X-ED-15P-BRJ30 Lead in Copper Alloy

K86X-ED-15P-K Lead in Copper Alloy

K86X-ED-15P-K30 Lead in Copper Alloy

K86X-ED-15P-KJ Lead in Copper Alloy



K86X-ED-15P-KJ30 Lead in Copper Alloy

K86X-ED-15S None

K86X-ED-15S-30 None

K86X-ED-15S-BR Lead in Copper Alloy

K86X-ED-15S-BR30 Lead in Copper Alloy

K86X-ED-15S-BRJ Lead in Copper Alloy

K86X-ED-15S-BRJ30 Lead in Copper Alloy

K86X-ED-15S-K Lead in Copper Alloy

K86X-ED-15S-K30 Lead in Copper Alloy

K86X-ED-15S-KJ Lead in Copper Alloy

K86X-ED-15S-KJ30 Lead in Copper Alloy

K88X-AD-15P None

K88X-AD-15P-BR Lead in Copper Alloy

K88X-AD-15P-BR30 Lead in Copper Alloy

K88X-AD-15P-BRJ Lead in Copper Alloy

K88X-AD-15P-BRJ30 Lead in Copper Alloy

K88X-AD-15P-K Lead in Copper Alloy

K88X-AD-15P-KJ Lead in Copper Alloy

K88X-AD-15S None

K88X-AD-15S-BR Lead in Copper Alloy

K88X-AD-15S-BR30 Lead in Copper Alloy

K88X-AD-15S-BRJ Lead in Copper Alloy

K88X-AD-15S-BRJ30 Lead in Copper Alloy

K88X-AD-15S-K Lead in Copper Alloy

K88X-AD-15S-KJ Lead in Copper Alloy

K88X-BD-25P None

K88X-BD-25P-BR Lead in Copper Alloy

K88X-BD-25P-BR30 Lead in Copper Alloy

K88X-BD-25P-BRJ Lead in Copper Alloy

K88X-BD-25P-BRJ30 Lead in Copper Alloy

K88X-BD-25P-K Lead in Copper Alloy

K88X-BD-25P-KJ Lead in Copper Alloy

K88X-BD-25S None

K88X-BD-25S-BR Lead in Copper Alloy

K88X-BD-25S-BR30 Lead in Copper Alloy

K88X-BD-25S-BRJ Lead in Copper Alloy

K88X-BD-25S-BRJ30 Lead in Copper Alloy

K88X-BD-25S-K Lead in Copper Alloy

K88X-BD-25S-KJ Lead in Copper Alloy

K88X-CD-37P None

K88X-CD-37P-BR Lead in Copper Alloy

K88X-CD-37P-BR30 Lead in Copper Alloy

K88X-CD-37P-BRJ Lead in Copper Alloy

K88X-CD-37P-BRJ30 Lead in Copper Alloy

K88X-CD-37P-K Lead in Copper Alloy

K88X-CD-37P-KJ Lead in Copper Alloy

K88X-CD-37S None



K88X-CD-37S-BR Lead in Copper Alloy

K88X-CD-37S-BR30 Lead in Copper Alloy

K88X-CD-37S-BRJ Lead in Copper Alloy

K88X-CD-37S-BRJ30 Lead in Copper Alloy

K88X-CD-37S-K Lead in Copper Alloy

K88X-CD-37S-KJ Lead in Copper Alloy

K88X-ED-9P None

K88X-ED-9P-BR Lead in Copper Alloy

K88X-ED-9P-BR30 Lead in Copper Alloy

K88X-ED-9P-BRJ Lead in Copper Alloy

K88X-ED-9P-BRJ30 Lead in Copper Alloy

K88X-ED-9P-K Lead in Copper Alloy

K88X-ED-9P-KJ Lead in Copper Alloy

K88X-ED-9S None

K88X-ED-9S-BR Lead in Copper Alloy

K88X-ED-9S-BR30 Lead in Copper Alloy

K88X-ED-9S-BRJ Lead in Copper Alloy

K88X-ED-9S-BRJ30 Lead in Copper Alloy

K88X-ED-9S-K Lead in Copper Alloy

K88X-ED-9S-KJ Lead in Copper Alloy

K99X-15P-BLK None

K99X-15P-K-BLK Lead in Copper Alloy

K99X-15S-BLK None

K99X-15S-K-BLK Lead in Copper Alloy

K99X-25P-BLK None

K99X-25P-K-BLK Lead in Copper Alloy

K99X-25S-BLK None

K99X-25S-K-BLK Lead in Copper Alloy

K99X-37P-BLK None

K99X-37P-K-BLK Lead in Copper Alloy

K99X-37S-BLK None

K99X-37S-K-BLK Lead in Copper Alloy

K99X-9P-BLK None

K99X-9P-K-BLK Lead in Copper Alloy

K99X-9S-BLK None

K99X-9S-K-BLK Lead in Copper Alloy

KCDX-5S-N None

KCDX-5S-N2 None

KCDX-5S-S None

KCDX-5S-S2 None

KDMI42X-FS2-WS-B15 Lead in Copper Alloy

KDMIX-SL1-NS-WS-B15 None

KDSX-CAP-15P None

KDSX-CAP-15S None

KDSX-CAP-25P None

KDSX-CAP-25S None

KDSX-CAP-9P None



KDSX-CAP-9S None

KF22X-A15P-N Lead in Copper Alloy and Lead in gla

KF22X-A15P-N30 Lead in Copper Alloy and Lead in gla

KF22X-A15P-NJ Lead in Copper Alloy and Lead in gla

KF22X-A15P-NJ30 Lead in Copper Alloy and Lead in gla

KF22X-A15S-N Lead in Copper Alloy and Lead in gla

KF22X-A15S-N30 Lead in Copper Alloy and Lead in gla

KF22X-A15S-NJ Lead in Copper Alloy and Lead in gla

KF22X-A15S-NJ30 Lead in Copper Alloy and Lead in gla

KF22X-B25P-N Lead in Copper Alloy and Lead in gla

KF22X-B25P-N30 Lead in Copper Alloy and Lead in gla

KF22X-B25P-NJ Lead in Copper Alloy and Lead in gla

KF22X-B25P-NJ30 Lead in Copper Alloy and Lead in gla

KF22X-B25S-N Lead in Copper Alloy and Lead in gla

KF22X-B25S-N30 Lead in Copper Alloy and Lead in gla

KF22X-B25S-NJ Lead in Copper Alloy and Lead in gla

KF22X-B25S-NJ30 Lead in Copper Alloy and Lead in gla

KF22X-C37P-N Lead in Copper Alloy and Lead in gla

KF22X-C37P-N30 Lead in Copper Alloy and Lead in gla

KF22X-C37P-NJ Lead in Copper Alloy and Lead in gla

KF22X-C37P-NJ30 Lead in Copper Alloy and Lead in gla

KF22X-C37S-N Lead in Copper Alloy and Lead in gla

KF22X-C37S-N30 Lead in Copper Alloy and Lead in gla

KF22X-C37S-NJ Lead in Copper Alloy and Lead in gla

KF22X-C37S-NJ30 Lead in Copper Alloy and Lead in gla

KF22X-E9P-N Lead in Copper Alloy and Lead in gla

KF22X-E9P-N30 Lead in Copper Alloy and Lead in gla

KF22X-E9P-NJ Lead in Copper Alloy and Lead in gla

KF22X-E9P-NJ30 Lead in Copper Alloy and Lead in gla

KF22X-E9S-N Lead in Copper Alloy and Lead in gla

KF22X-E9S-N30 Lead in Copper Alloy and Lead in gla

KF22X-E9S-NJ Lead in Copper Alloy and Lead in gla

KF22X-E9S-NJ30 Lead in Copper Alloy and Lead in gla

KF66X-A26P-N Lead in Copper Alloy and Lead in gla

KF66X-A26P-N30 Lead in Copper Alloy and Lead in gla

KF66X-A26P-NJ Lead in Copper Alloy and Lead in gla

KF66X-A26P-NJ30 Lead in Copper Alloy and Lead in gla

KF66X-A26S-N Lead in Copper Alloy and Lead in gla

KF66X-A26S-N30 Lead in Copper Alloy and Lead in gla

KF66X-A26S-NJ Lead in Copper Alloy and Lead in gla

KF66X-A26S-NJ30 Lead in Copper Alloy and Lead in gla

KF66X-B44P-N Lead in Copper Alloy and Lead in gla

KF66X-B44P-N30 Lead in Copper Alloy and Lead in gla

KF66X-B44P-NJ Lead in Copper Alloy and Lead in gla

KF66X-B44P-NJ30 Lead in Copper Alloy and Lead in gla

KF66X-B44S-N Lead in Copper Alloy and Lead in gla

KF66X-B44S-N30 Lead in Copper Alloy and Lead in gla



KF66X-B44S-NJ Lead in Copper Alloy and Lead in gla

KF66X-B44S-NJ30 Lead in Copper Alloy and Lead in gla

KF66X-E15P-N Lead in Copper Alloy and Lead in gla

KF66X-E15P-N30 Lead in Copper Alloy and Lead in gla

KF66X-E15P-NJ Lead in Copper Alloy and Lead in gla

KF66X-E15P-NJ30 Lead in Copper Alloy and Lead in gla

KF66X-E15S-N Lead in Copper Alloy and Lead in gla

KF66X-E15S-N30 Lead in Copper Alloy and Lead in gla

KF66X-E15S-NJ Lead in Copper Alloy and Lead in gla

KF66X-E15S-NJ30 Lead in Copper Alloy and Lead in gla

KF66X-E15S-NJ-VESA Lead in Copper Alloy and Lead in gla

KF66X-E15S-N-VESA Lead in Copper Alloy and Lead in gla

KF85X-AD-15P Lead in glass or ceramic

KF85X-AD-15P-30 Lead in glass or ceramic

KF85X-AD-15P-BR Lead in Copper Alloy and Lead in gla

KF85X-AD-15P-BR30 Lead in Copper Alloy and Lead in gla

KF85X-AD-15P-BRJ Lead in Copper Alloy and Lead in gla

KF85X-AD-15P-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-AD-15P-K Lead in Copper Alloy and Lead in gla

KF85X-AD-15P-K30 Lead in Copper Alloy and Lead in gla

KF85X-AD-15P-KJ Lead in Copper Alloy and Lead in gla

KF85X-AD-15P-KJ30 Lead in Copper Alloy and Lead in gla

KF85X-AD-15S Lead in glass or ceramic

KF85X-AD-15S-30 Lead in glass or ceramic

KF85X-AD-15S-BR Lead in Copper Alloy and Lead in gla

KF85X-AD-15S-BR30 Lead in Copper Alloy and Lead in gla

KF85X-AD-15S-BRJ Lead in Copper Alloy and Lead in gla

KF85X-AD-15S-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-AD-15S-K Lead in Copper Alloy and Lead in gla

KF85X-AD-15S-K30 Lead in Copper Alloy and Lead in gla

KF85X-AD-15S-KJ Lead in Copper Alloy and Lead in gla

KF85X-AD-15S-KJ30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25P Lead in glass or ceramic

KF85X-BD-25P-30 Lead in glass or ceramic

KF85X-BD-25P-BR Lead in Copper Alloy and Lead in gla

KF85X-BD-25P-BR30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25P-BRJ Lead in Copper Alloy and Lead in gla

KF85X-BD-25P-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25P-K Lead in Copper Alloy and Lead in gla

KF85X-BD-25P-K30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25P-KJ Lead in Copper Alloy and Lead in gla

KF85X-BD-25P-KJ30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25S Lead in glass or ceramic

KF85X-BD-25S-30 Lead in glass or ceramic

KF85X-BD-25S-BR Lead in Copper Alloy and Lead in gla

KF85X-BD-25S-BR30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25S-BRJ Lead in Copper Alloy and Lead in gla



KF85X-BD-25S-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25S-K Lead in Copper Alloy and Lead in gla

KF85X-BD-25S-K30 Lead in Copper Alloy and Lead in gla

KF85X-BD-25S-KJ Lead in Copper Alloy and Lead in gla

KF85X-BD-25S-KJ30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37P Lead in glass or ceramic

KF85X-CD-37P-30 Lead in glass or ceramic

KF85X-CD-37P-BR Lead in Copper Alloy and Lead in gla

KF85X-CD-37P-BR30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37P-BRJ Lead in Copper Alloy and Lead in gla

KF85X-CD-37P-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37P-K Lead in Copper Alloy and Lead in gla

KF85X-CD-37P-K30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37P-KJ Lead in Copper Alloy and Lead in gla

KF85X-CD-37P-KJ30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37S Lead in glass or ceramic

KF85X-CD-37S-30 Lead in glass or ceramic

KF85X-CD-37S-BR Lead in Copper Alloy and Lead in gla

KF85X-CD-37S-BR30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37S-BRJ Lead in Copper Alloy and Lead in gla

KF85X-CD-37S-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37S-K Lead in Copper Alloy and Lead in gla

KF85X-CD-37S-K30 Lead in Copper Alloy and Lead in gla

KF85X-CD-37S-KJ Lead in Copper Alloy and Lead in gla

KF85X-CD-37S-KJ30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9P Lead in glass or ceramic

KF85X-ED-9P-30 Lead in glass or ceramic

KF85X-ED-9P-BR Lead in Copper Alloy and Lead in gla

KF85X-ED-9P-BR30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9P-BRJ Lead in Copper Alloy and Lead in gla

KF85X-ED-9P-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9P-K Lead in Copper Alloy and Lead in gla

KF85X-ED-9P-K30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9P-KJ Lead in Copper Alloy and Lead in gla

KF85X-ED-9P-KJ30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9S Lead in glass or ceramic

KF85X-ED-9S-30 Lead in glass or ceramic

KF85X-ED-9S-BR Lead in Copper Alloy and Lead in gla

KF85X-ED-9S-BR30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9S-BRJ Lead in Copper Alloy and Lead in gla

KF85X-ED-9S-BRJ30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9S-K Lead in Copper Alloy and Lead in gla

KF85X-ED-9S-K30 Lead in Copper Alloy and Lead in gla

KF85X-ED-9S-KJ Lead in Copper Alloy and Lead in gla

KF85X-ED-9S-KJ30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15P Lead in glass or ceramic

KF86X-ED-15P-30 Lead in glass or ceramic



KF86X-ED-15P-BR Lead in Copper Alloy and Lead in gla

KF86X-ED-15P-BR30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15P-BRJ Lead in Copper Alloy and Lead in gla

KF86X-ED-15P-BRJ30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15P-K Lead in Copper Alloy and Lead in gla

KF86X-ED-15P-K30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15P-KJ Lead in Copper Alloy and Lead in gla

KF86X-ED-15P-KJ30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15S Lead in glass or ceramic

KF86X-ED-15S-30 Lead in glass or ceramic

KF86X-ED-15S-BR Lead in Copper Alloy and Lead in gla

KF86X-ED-15S-BR30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15S-BRJ Lead in Copper Alloy and Lead in gla

KF86X-ED-15S-BRJ30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15S-K Lead in Copper Alloy and Lead in gla

KF86X-ED-15S-K30 Lead in Copper Alloy and Lead in gla

KF86X-ED-15S-KJ Lead in Copper Alloy and Lead in gla

KF86X-ED-15S-KJ30 Lead in Copper Alloy and Lead in gla

KF88X-AC-15P-BR Lead in Copper Alloy and Lead in gla

KF88X-AC-15P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-AC-15S-BR Lead in Copper Alloy and Lead in gla

KF88X-AC-15S-BRJ Lead in Copper Alloy and Lead in gla

KF88X-AD-15P-BR Lead in Copper Alloy and Lead in gla

KF88X-AD-15P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-AD-15S-BR Lead in Copper Alloy and Lead in gla

KF88X-AD-15S-BRJ Lead in Copper Alloy and Lead in gla

KF88X-BC-25P-BR Lead in Copper Alloy and Lead in gla

KF88X-BC-25P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-BC-25S-BR Lead in Copper Alloy and Lead in gla

KF88X-BC-25S-BRJ Lead in Copper Alloy and Lead in gla

KF88X-BD-25P-BR Lead in Copper Alloy and Lead in gla

KF88X-BD-25P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-BD-25S-BR Lead in Copper Alloy and Lead in gla

KF88X-BD-25S-BRJ Lead in Copper Alloy and Lead in gla

KF88X-CC-37P-BR Lead in Copper Alloy and Lead in gla

KF88X-CC-37P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-CC-37S-BR Lead in Copper Alloy and Lead in gla

KF88X-CC-37S-BRJ Lead in Copper Alloy and Lead in gla

KF88X-CD-37P-BR Lead in Copper Alloy and Lead in gla

KF88X-CD-37P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-CD-37S-BR Lead in Copper Alloy and Lead in gla

KF88X-CD-37S-BRJ Lead in Copper Alloy and Lead in gla

KF88X-EC-9P-BR Lead in Copper Alloy and Lead in gla

KF88X-EC-9P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-EC-9S-BR Lead in Copper Alloy and Lead in gla

KF88X-EC-9S-BRJ Lead in Copper Alloy and Lead in gla

KF88X-ED-9P-BR Lead in Copper Alloy and Lead in gla



KF88X-ED-9P-BRJ Lead in Copper Alloy and Lead in gla

KF88X-ED-9S-BR Lead in Copper Alloy and Lead in gla

KF88X-ED-9S-BRJ Lead in Copper Alloy and Lead in gla

KLAPX-CPLR-N-88-C6 None

KLDHCX-0202-A-LT None

KLDHCX-0202-AP-LT None

KLDHCX-0202-B-LT None

KLDHCX-0202-BP-LT None

KLDHCX-8-0202-A None

KLDHCX-8-0202-B None

KLDHCX-MM-0202-ATR None

KLDHCX-MM-0202-BTR None

KLDPX-0207-A None

KLDPX-0207-B None

KLDVHCX-0202-A-LT Lead in Copper Alloy

KLDVHCX-0202-B-LT Lead in Copper Alloy

KLDVX-0202-A None

KLDVX-0202-B None

KLDVX-SMT-02-A-GP-TR None

KLDVX-SMT02-AKTTR None

KLDVX-SMT-02-ATR None

KLDVX-SMT02-BKTTR None

KLDVX-SMT-02-BTR None

KLDX-0202-A None

KLDX-0202-AC None

KLDX-0202-A-LT None

KLDX-0202-AP-LT None

KLDX-0202-B None

KLDX-0202-BC None

KLDX-0202-B-LT None

KLDX-0202-BP-LT None

KLDX-PA-0202-A Lead in Copper Alloy

KLDX-PA-0202-A-LT None

KLDX-PA-0202-B Lead in Copper Alloy

KLDX-PA-0202-B-LT None

KLDX-SMT-0201L-ATR None

KLDX-SMT-0201L-BTR None

KLDX-SMT-0202-A None

KLDX-SMT-0202-AP None

KLDX-SMT-0202-APTR None

KLDX-SMT-0202-ATR None

KLDX-SMT-0202-B None

KLDX-SMT-0202-BP None

KLDX-SMT-0202-BPTR None

KLDX-SMT-0202-BTR None

KLDX-SMT2-0202-ATR None

KLDX-SMT2-0202-BTR None



KLP42X-60-B/B None

KLP42X-60-R/R None

KLP42X-60-R/W None

KLP42X-60-W/B None

KLP42X-60-W/R None

KLP42X-60-W/W None

KLP42X-60-W/Y None

KLP42X-60-Y/Y None

KLP42X-61-BB/BB None

KLP42X-61-RR/WW None

KLP42X-61-RW/RW None

KLP42X-61-WB/RY None

KLP42X-61-WR/BB None

KLP42X-61-WR/WR None

KLP42X-61-WW/RR None

KLP42X-61-WW/WW None

KLP42X-61-YW/YW None

KLP42X-61-YY/WW None

KLP42X-61-YY/YY None

KLP42X-62-BY/RY/WY None

KLP42X-62-RR/WW/YY None

KLP42X-62-RW/RW/RW None

KLP42X-62-RW/RW/YY None

KLP42X-62-WR/WR/WR None

KLP42X-62-WW/RR/YY None

KLP42X-62-YY/YY/YY None

KLPX-0848-2-B None

KLPX-0848-2-O None

KLPX-0848-2-R None

KLPX-0848-2-W None

KLPX-0848-2-Y None

KLPX-0848A-2-B None

KLPX-0848A-2-O None

KLPX-0848A-2-R None

KLPX-0848A-2-W None

KLPX-0848A-2-Y None

KMBVX-TH-5S-B30 None

KMBX-BP-KIT-ST30 Lead in Copper Alloy

KMBX-SMT-5S-S-30TR None

KMBX-SMT5S-S30TRMT None

KMDGX-10S-BS None

KMDGX-3S-AS None

KMDGX-3S-BS None

KMDGX-3S-N None

KMDGX-4S/4S-S4N None

KMDGX-4S/4S-S4N1 None

KMDGX-4S-AS None



KMDGX-4S-BS None

KMDGX-4S-N None

KMDGX-5S-AS None

KMDGX-5S-BS None

KMDGX-5S-N None

KMDGX-6S/6S-S4N None

KMDGX-6S/6S-S4N1 None

KMDGX-6S-AS None

KMDGX-6S-BS None

KMDGX-6SG/P-S4N None

KMDGX-6SG/P-S4N1 None

KMDGX-6S-N None

KMDGX-7S-AS None

KMDGX-7S-BS None

KMDGX-7S-N None

KMDGX-8S/8S-S4N None

KMDGX-8S-AS None

KMDGX-8S-BS None

KMDGX-8S-N None

KMDGX-9S-AS None

KMDGX-9S-BS-1 None

KMDGX-9S-N None

KMDLAX-3P Lead in Copper Alloy

KMDLAX-3P-KPPSR Lead in Copper Alloy

KMDLAX-4P Lead in Copper Alloy

KMDLAX-4P-KPPSR Lead in Copper Alloy

KMDLAX-5P Lead in Copper Alloy

KMDLAX-5P-KPPSR Lead in Copper Alloy

KMDLAX-6P Lead in Copper Alloy

KMDLAX-6P-KPPSR Lead in Copper Alloy

KMDLAX-7P Lead in Copper Alloy

KMDLAX-7P-KPPSR Lead in Copper Alloy

KMDLAX-8P Lead in Copper Alloy

KMDLAX-8P-KPPSR Lead in Copper Alloy

KMDMIX-NS3A-WS-BTR None

KMDMIX-NS3B-WS-BTR None

KMDPLX-4S-100 None

KMDPLX-6S-100 None

KMDPLX-8S-100 None

KMDTX-HT-4S-BSC None

KMDTX-HT-6S-BSC None

KMDTX-SMT-4S-BSC None

KMDTX-SMT-6S-BSC None

KMDVLX-4S-N-1 None

KMDVLX-6S-N-1 None

KMDVLX-7S-N-1 None

KMDVLX-8S-N-1 None



KMMLX-BSMT5SB-30TR None

KMMVX-SMT-BS-B50TR None

KMMVX-SMT-BS-BTR None

KMMX-AB10-SMT1SB30TR None

KMMX-AB10-SMT4SB30TR None

KMMX-ABSMT5SG-30TR None

KMMX-B10-SMT1SB30TR None

KMMX-B10-SMT4SB30TR None

KMMX-BSMT35S-1-30BTR None

KMMX-BSMT35S-B30TR None

KMMX-BSMT35S-BTR None

KMMX-BSMT5SB-30TR None

KPCIEX-SM1-164BK Lead in Copper Alloy

KPCIEX-SM1-164BK30 Lead in Copper Alloy

KPCIEX-SM1-36BK Lead in Copper Alloy

KPCIEX-SM1-36BK30 Lead in Copper Alloy

KPCIEX-SM1-64BK Lead in Copper Alloy

KPCIEX-SM1-64BK30 Lead in Copper Alloy

KPCIEX-SM1-98BK Lead in Copper Alloy

KPCIEX-SM1-98BK30 Lead in Copper Alloy

KPCIEX-SM2-164BK Lead in Copper Alloy

KPCIEX-SM2-164BK30 Lead in Copper Alloy

KPCIEX-SM2-36BK Lead in Copper Alloy

KPCIEX-SM2-36BK30 Lead in Copper Alloy

KPCIEX-SM2-64BK Lead in Copper Alloy

KPCIEX-SM2-64BK30 Lead in Copper Alloy

KPCIEX-SM2-98BK Lead in Copper Alloy

KPCIEX-SM2-98BK30 Lead in Copper Alloy

KPCIEX-SM3-164BK Lead in Copper Alloy

KPCIEX-SM3-164BK30 Lead in Copper Alloy

KPCIEX-SM3-36BK Lead in Copper Alloy

KPCIEX-SM3-36BK30 Lead in Copper Alloy

KPCIEX-SM3-64BK Lead in Copper Alloy

KPCIEX-SM3-64BK30 Lead in Copper Alloy

KPCIEX-SM3-98BK Lead in Copper Alloy

KPCIEX-SM3-98BK30 Lead in Copper Alloy

KPCIEX-T164-1BK Lead in Copper Alloy

KPCIEX-T164-1BK30 Lead in Copper Alloy

KPCIEX-T164-2BK Lead in Copper Alloy

KPCIEX-T164-2BK30 Lead in Copper Alloy

KPCIEX-T164-3BK Lead in Copper Alloy

KPCIEX-T164-3BK30 Lead in Copper Alloy

KPCIEX-T230-1BK Lead in Copper Alloy

KPCIEX-T230-1BK30 Lead in Copper Alloy

KPCIEX-T230-2BK Lead in Copper Alloy

KPCIEX-T230-2BK30 Lead in Copper Alloy

KPCIEX-T230-3BK Lead in Copper Alloy



KPCIEX-T230-3BK30 Lead in Copper Alloy

KPCIEX-T280-1BK Lead in Copper Alloy

KPCIEX-T280-1BK30 Lead in Copper Alloy

KPCIEX-T280-2BK Lead in Copper Alloy

KPCIEX-T280-2BK30 Lead in Copper Alloy

KPCIEX-T280-3BK Lead in Copper Alloy

KPCIEX-T280-3BK30 Lead in Copper Alloy

KPCIEX-T36-1BK Lead in Copper Alloy

KPCIEX-T36-1BK30 Lead in Copper Alloy

KPCIEX-T36-2BK Lead in Copper Alloy

KPCIEX-T36-2BK30 Lead in Copper Alloy

KPCIEX-T36-3BK Lead in Copper Alloy

KPCIEX-T36-3BK30 Lead in Copper Alloy

KPCIEX-T64-1BK Lead in Copper Alloy

KPCIEX-T64-1BK30 Lead in Copper Alloy

KPCIEX-T64-2BK Lead in Copper Alloy

KPCIEX-T64-2BK30 Lead in Copper Alloy

KPCIEX-T64-3BK Lead in Copper Alloy

KPCIEX-T64-3BK30 Lead in Copper Alloy

KPCIEX-T98-1BK Lead in Copper Alloy

KPCIEX-T98-1BK30 Lead in Copper Alloy

KPCIEX-T98-2BK Lead in Copper Alloy

KPCIEX-T98-2BK30 Lead in Copper Alloy

KPCIEX-T98-3BK Lead in Copper Alloy

KPCIEX-T98-3BK30 Lead in Copper Alloy

KPJX-3S None

KPJX-3S-S None

KPJX-4S None

KPJX-4S-S None

KPJX-CM-3S None

KPJX-CM-4S None

KPJXHT-3S None

KPJXHT-3S-S None

KPJXHT-4S None

KPJXHT-4S-S None

KPJX-PM-3S None

KPJX-PM-3S-S None

KPJX-PM-4S None

KPJX-PM-4S-S None

KPPX-3P None

KPPX-4P None

KUSB67X-AS1N-2-PM Lead in Copper Alloy

KUSB67X-AS1N-PM Lead in Copper Alloy

KUSBEX-ASFS1N-B None

KUSBEX-ASFS1N-B30 None

KUSBEX-ASFS1N-W None

KUSBEX-ASFS1N-W30 None



KUSBEX-ASFS2N-B-1 None

KUSBEX-ASFS2N-W-1 None

KUSBEX-BSFS1N-B None

KUSBEX-BSFS1N-W None

KUSBEX-SMT-ASFS1N-W30TR None

KUSBEX-SMT-BS1N-B30TR None

KUSBEX-SMT-BS1N-BTR None

KUSBEX-SMT-BS1N-W30TR None

KUSBEX-SMT-BS1N-WTR None

KUSBVLPX-AS1N-B None

KUSBVLPX-AS1N-W None

KUSBVX-AS1N9-BL15 Lead in Copper Alloy

KUSBVX-AS1N-B None

KUSBVX-AS1N-B30 None

KUSBVX-AS1N-W None

KUSBVX-AS1N-W30 None

KUSBVX-AS2N-B-1 None

KUSBVX-AS2N-B30-1 None

KUSBVX-AS2N-W-1 None

KUSBVX-AS2N-W30-1 None

KUSBVX-BS1N9-BL30 None

KUSBVX-BS1N-B None

KUSBVX-BS1N-B30 None

KUSBVX-BS1N-W None

KUSBVX-BS1N-W30 None

KUSBVX-SMT3-CS-B30TRC None

KUSBVX-SMT-CS-B30TRC None

KUSBVX-SMT-CS-W30TRC None

KUSBX-AP-KIT-SC None

KUSBX-AP-KIT-SC-30 None

KUSBX-AP-KIT-SCBLK None

KUSBX-AS1N9-1-BL30 None

KUSBX-AS1N9-2-BL30 None

KUSBX-AS1N-B None

KUSBX-AS1N-B30 None

KUSBX-AS1N-W None

KUSBX-AS1N-W30 None

KUSBX-AS2N9-1-BL30 None

KUSBX-AS2N9-2-BL30 None

KUSBX-AS2N-B None

KUSBX-AS2N-B30 None

KUSBX-AS2N-W None

KUSBX-AS2N-W30 None

KUSBX-BP-KIT-SC None

KUSBX-BS1N9-1-BL30 None

KUSBX-BS1N-B None

KUSBX-BS1N-B30 None



KUSBX-BS1N-W None

KUSBX-BS1N-W30 None

KUSBXHT-AS1N-O-HRF None

KUSBXHT-BS1N-O-HRF None

KUSBXHT-SB-AS1N-B30-NF None

KUSBX-MM-CS1-B30TR None

KUSBX-SLAS1N-B None

KUSBX-SLAS1N-B30 None

KUSBX-SLAS1N-W None

KUSBX-SLAS1N-W30 None

KUSBX-SMT2AP1S-B None

KUSBX-SMT2AP1S-B30 None

KUSBX-SMT2AP1S-B30TR None

KUSBX-SMT2AP1SBTR None

KUSBX-SMT2AP1S-W None

KUSBX-SMT2AP1S-W30 None

KUSBX-SMT2AP1SWTR None

KUSBX-SMT2AP5S-B None

KUSBX-SMT2AP5S-W None

KUSBX-SMT3-CS-BTR None

KUSBX-SMT4-ASFS1N-B30TR None

KUSBX-SMT4-ASFS1N-BTR None

KUSBX-SMT4-ASFS1N-W30TR None

KUSBX-SMT4-ASFS1N-WTR None

KUSBX-SMT-AP9 None

KUSBX-SMT-AS1N-B None

KUSBX-SMT-AS1N-B30 None

KUSBX-SMTAS1NB30TR None

KUSBX-SMTAS1NBTR None

KUSBX-SMT-AS1N-W None

KUSBX-SMT-AS1N-W30 None

KUSBX-SMTAS1NW30TR None

KUSBX-SMTAS1NWTR None

KUSBX-SMT-BS1N-B None

KUSBX-SMT-BS1N-B30 None

KUSBX-SMTBS1NB30TR None

KUSBX-SMTBS1NBTR None

KUSBX-SMT-BS1N-W None

KUSBX-SMT-BS1N-W30 None

KUSBX-SMTBS1NW30TR None

KUSBX-SMTBS1NWTR None

KUSBX-SMT-CS2-B30TR None

KUSBX-SMT-CS2-BTR None

KUSBX-SMT-CS2-W30TR None

KUSBX-SMT-CS2-WTR None

KUSBX-SMT-CS4-B30TR None

KUSBX-SMTTH-CS1-BTR None



KUSBX-SMTTH-CS2-B30TR None

KUSBX-SMTTH-CS2-BTR None

MP1010RX-1000 None

MP1010RX-1000K None

MP1010RX-1000S None

MP1010RX-5000 None

MP1010RX-5000K None

MP1010RX-5000S None

MP1010X-1000 None

MP1010X-1000S None

MP1010X-5000 None

MP1010X-5000S None

MP44RX-1000 None

MP44RX-1000S None

MP44RX-5000 None

MP44RX-5000S None

MP44X-1000 None

MP44X-1000S None

MP44X-5000 None

MP44X-5000S None

MP64RX-1000 None

MP64RX-1000S None

MP64RX-5000 None

MP64RX-5000S None

MP64X-1000 None

MP64X-1000S None

MP64X-5000 None

MP64X-5000S None

MP66RX-1000 None

MP66RX-1000S None

MP66RX-5000 None

MP66RX-5000S None

MP66X-1000 None

MP66X-1000S None

MP66X-5000 None

MP66X-5000S None

MP88RX-1000 None

MP88RX-1000K None

MP88RX-1000S None

MP88RX-5000 None

MP88RX-5000K None

MP88RX-5000S None

MP88RX-5000S-K None

MP88X-1000 None

MP88X-1000K None

MP88X-1000S None

MP88X-5000 None



MP88X-5000S None

MP88X-SR-BLK None

MPS1010RX-1000 None

MPS1010RX-5000 None

MPS64RX-1000 None

MPS64RX-1000S None

MPS64RX-5000 None

MPS64RX-5000S None

MPS66RX-1000 None

MPS66RX-5000 None

MPS66X-1000 None

MPS66X-5000 None

MPS88RX-1000 None

MPS88RX-1000S None

MPS88RX-5000 None

MPS88RX-5000S None

MPS88X-1000 None

MPS88X-1000S None

MPS88X-5000 None

MPS88X-5000S None

PX-20LCC None

PX-28LCC None

PX-32LCC None

PX-44LCC None

PX-52LCC None

PX-68LCC None

PX-84LCC None

SMPX-20LCC-N None

SMPX-20LCC-N-TR None

SMPX-20LCC-P None

SMPX-28LCC-N None

SMPX-28LCC-N-TR None

SMPX-28LCC-P None

SMPX-32LCC-N None

SMPX-32LCC-N-TR None

SMPX-32LCC-P None

SMPX-44LCC-N None

SMPX-44LCC-N-TR None

SMPX-44LCC-P None

SMPX-52LCC-N None

SMPX-52LCC-N-TR None

SMPX-52LCC-P None

SMPX-68LCC-N None

SMPX-68LCC-P None

SMPX-84LCC-N None

SMPX-84LCC-P None

SRX09-BLK None



SRX15-BLK None

SRX25-BLK None

SRX37-BLK None

STPX-3501-3C-1 Lead in Copper Alloy

STPX-3501-3N-1 None

STX-2000-3N None

STX-2500-3NTR None

STX-25406-4N-TR None

STX-25406-5N-TR None

STX-25427-6N-TR None

STX-2550-3NTR None

STX-2550-4NTR None

STX-2550-5NTR None

STX-3000 None

STX-3081-3C Lead in Copper Alloy

STX-3081-3CM Lead in Copper Alloy

STX-3081-3N None

STX-3081-3NM None

STX-3081-5C Lead in Copper Alloy

STX-3081-5N None

STX-3100-11C Lead in Copper Alloy

STX-3100-11N None

STX-3100-3C Lead in Copper Alloy

STX-3100-3CB Lead in Copper Alloy

STX-3100-3N None

STX-3100-3N-577C None

STX-3100-3NB None

STX-3100-5C Lead in Copper Alloy

STX-3100-5CB Lead in Copper Alloy

STX-3100-5N None

STX-3100-5NB None

STX-3100-9C Lead in Copper Alloy

STX-3100-9N None

STX-3120-3B None

STX-3120-3B-157C None

STX-3120-3B-284C None

STX-3120-3B-577C None

STX-3120-3B-701C None

STX-3120-3BM None

STX-3120-5B None

STX-3120-5B-157C None

STX-3120-5B-284C None

STX-3120-5B-577C None

STX-3120-5B-701C None

STX-3150-3C-1 Lead in Copper Alloy

STX-3150-3N-1 None

STX-3150-5C-1 Lead in Copper Alloy



STX-3150-5N-1 None

STX-3150-5N-577C None

STX-3150-5N-701C None

STX-3200-3CB Lead in Copper Alloy

STX-3200-3N None

STX-3200-3NB None

STX-3200-5CB Lead in Copper Alloy

STX-3200-5N None

STX-3200-5NB None

STX-3500-3N-284CTR None

STX-3500-3N-577CTR None

STX-3500-3N-701CTR None

STX-3500-3NTR None

STX-3500-4N-577CTR None

STX-3500-4N-701CTR None

STX-3500-4NTR None

STX-3500-5NTR None

STX-3501-3N None

STX-3501-4N None

STX-35061-3T None

STX-35061-4T None

STX-35331-4N-TR None

STX-35332-3N-TR None

STX-35332-4N-TR None

STX-35332-5N-TR None

STX-35382-4N-TR None

STX-35398A-5N-TR None

STX-35398E-5N-TR None

STX-353E7A-4N-TR None

STX-353K7A-6N-KTTR None

STX-3680-5NB None

STX-3790-5N None

STX-4235-3/3-N None

STX-4235-3/5-N None

STX-4335-5BGP-S1 None

SX1100-A None

SX1100-B None

SX1100-H-BLK None

SX3100-B None

SX4020 None

SX4030 None

SX4040 None

SX4050 None

SX4060 None

SX4070 None

SX4080 None

SX4090 None



SX4100 None

SX8100-B None


